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Appendix B
Glossary

A amperes

Al aluminum

ACGIH American Conference of Governmental Industrial Hygienists

AEAC average equivalent annual cost

ANSI American National Standards Institute

ASTM American Society for Testing and Materials

AWS American Welding Society

cm centimeter

Cu copper

CID Commercial Item Description

CFR Code of Federal Regulations

CGA Compressed Gas Association

CEGS Corps of Engineers Guide Specifications

dBA decibels

DH dehumidification

DC direct current

EM Engineering Manual

EPA Environmental Protection Agency

Fe iron

ft foot

ft2 square feet

FDA Food and Drug Administration

FHWA Federal Highway Administration
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FIFRA Federal Insecticide, Fungicide, and Rodenticide Act

gpm gallons per minute

GFCI ground fault circuit interrupter

HVOF high-velocity oxygen flame

i.d. inside diameter

in. inch

in2 square inches

ISO International Organization for Standardization

JRS job reference standard

kg kilogram

kPa kiloPascal

kg/hr kilograms per hour

kg/m2/µm kilograms per square meter per micrometer

lb pounds

LD lock and dam

m meter

m2 square meters

m2/hr/µm square meters per hour per micrometer

ml milliliter

mm millimeter

mph miles per hour

µg microgram

µg/cm2 micrograms per square centimeter

µm micrometer

MSDS material safety data sheet
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MSHA Mine Safety and Health Administration

NACE National Association of Corrosion Engineers

NFPA National Fire Protection Association

NIOSH National Institute for Occupational Safety and Health

NSF National Sanitation Foundation

OSHA Occupational Safety and Health Administration

ppm parts per million

psi pounds per square inch

SAE Society of Automotive Engineers

SSPC The Society for Protective Coatings

USACERL U.S. Army Construction Engineering Research Laboratories

USACE U.S. Army Corps of Engineers

UV ultraviolet

VOC volatile organic compound


